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(k) Bach projecting object that would
injure persons seated or moving about
the airplane in normal flight must be
padded.

(1) Each forward observer’s seat re-
quired by the operating rules must be
shown to be suitable for use in con-
ducting the necessary enroute inspec-
tion.

[Amdt. 25-72, 55 FR 29780, July 20, 1990, as
amended by Amdt. 25-88, 61 FR 57956, Nov. 8,
1996]

§25.787 Stowage compartments.

(a) Each compartment for the stow-
age of cargo, baggage, carry-on arti-
cles, and equipment (such as life rafts),
and any other stowage compartment
must be designed for its placarded max-
imum weight of contents and for the
critical load distribution at the appro-
priate maximum load factors cor-
responding to the specified flight and
ground load conditions, and to the
emergency landing conditions of
§25.561(b), except that the forces speci-
fied in the emergency landing condi-
tions need not be applied to compart-
ments located below, or forward, of all
occupants in the airplane. If the air-
plane has a passenger seating configu-
ration, excluding pilots seats, of 10
seats or more, each stowage compart-
ment in the passenger cabin, except for
underseat and overhead compartments
for passenger convenience, must be
completely enclosed.

(b) There must be a means to prevent
the contents in the compartments from
becoming a hazard by shifting, under
the loads specified in paragraph (a) of
this section. For stowage compart-
ments in the passenger and crew cabin,
if the means used is a latched door, the
design must take into consideration
the wear and deterioration expected in
service.

(c) If cargo compartment lamps are
installed, each lamp must be installed
s0 as to prevent contact between lamp
bulb and cargo.

[Doc. No. 5066, 29 FR 18291, Dec. 24, 1964, as
amended by Amdt. 256-32, 37 FR 3969, Feb. 24,
1972; Amdt. 25-38, 41 FR 55466, Dec. 20, 1976;
Amadt. 25-51, 45 FR 7755, Feb. 4, 1980]

§25.791

§25.789 Retention of items of mass in
passenger and crew compartments
and galleys.

(a) Means must be provided to pre-
vent each item of mass (that is part of
the airplane type design) in a passenger
or crew compartment or galley from
becoming a hazard by shifting under
the appropriate maximum load factors
corresponding to the specified flight
and ground load conditions, and to the
emergency landing conditions of
§25.561(b).

(b) Each interphone restraint system
must be designed so that when sub-
jected to the load factors specified in
§25.561(b)(3), the interphone will re-
main in its stowed position.

[Amdt. 25-32, 37 FR 3969, Feb. 24, 1972, as
amended by Amdt. 25-46, 43 FR 50596, Oct. 30,
1978]

§25.791 Passenger information signs
and placards.

(a) If smoking is to be prohibited,
there must be at least one placard so
stating that is legible to each person
seated in the cabin. If smoking is to be
allowed, and if the crew compartment
is separated from the passenger com-
partment, there must be at least one
sign notifying when smoking is prohib-
ited. Signs which notify when smoking
is prohibited must be operable by a
member of the flightcrew and, when il-
luminated, must be legible under all
probable conditions of cabin illumina-
tion to each person seated in the cabin.

(b) Signs that notify when seat belts
should be fastened and that are in-
stalled to comply with the operating
rules of this chapter must be operable
by a member of the flightcrew and,
when illuminated, must be legible
under all probable conditions of cabin
illumination to each person seated in
the cabin.

(c) A placard must be located on or
adjacent to the door of each receptacle
used for the disposal of flammable
waste materials to indicate that use of
the receptacle for disposal of ciga-
rettes, etc., is prohibited.

(d) Lavatories must have ‘“No Smok-
ing” or ‘“‘No Smoking in Lavatory”
placards conspicuously located on or
adjacent to each side of the entry door.
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